
FEB 1 '( 1982 \ 

. Inc. 
MATERIAL SAFETY DATA SHEET NPCA 1-72 

FOR COATINGS. RESINS AND RELATED MATERIALS 

DATE OF .. RE ... 
5/27/76 I (AIIIItOvea by U.S. Department of Labor·· Eaaentially Similar·· to Form OSHA·20) 

Section I 
~ tr"""4 ...... .... ..... Inc. ---- -
Administrative and Research Center 1700 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 60q18 

EMERGENCYTELEPHONE 312- 391-9000 

PROOUCTCLASS .. Modified Phenolic MANUFACTURERS CODE IDENTIFICATION 

TRADE NAME 
204-00l Red Phenolic Primer 

Section II - HAZARDOUS INGREDIENTS 
i 

INGREDIENT PERCENT 
Tllf 

LEL 
l VAPOR 

,.,, '" 
Butanol ~ 
Ethyl Ce,llosolve, 
Isopropyl Alcohol. •. 
Methyl Isobutyl Ketone 
Methyl: Ethyl Ketone 

. co:&~t~n:r£TtAL INfORMATION 
'~ .. 

THIS !NFOf<Mr\TION IS, CONfiDftTti\L, AND 
IS TH£ pRO?~RTY Of OeSOTO, INC, IT IS·. 
PISCLOSED ONLY FOR' THE; 1'\J~POSE;S 
REQUIRED SY LAW. NO OTMEft OS£ OR 
DISCLOSURE IS AUTHORIZED. 
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Sectlon·lll - PHYSICAL DATA 

maJM• 

300 
370 
980 
410 
590 

.. 

1.4 
2.6 
2.0 
1.4 
1.8 

' PRESSURE 

@20°C,nun 
4.3 
4 
3~ 
15 
70 

NA. = NOt Appli alple 

BOILING RANGE l 
0 76°F-275 F . VAPOR OI!!NSITY • CXJ HEAVIER. D LIGHTER. THAN AIR 

EVAPORATION RATE 0 FASTER m SLOWER. THAN ETHER PERCENT VOLATILE 
BY VOLUME 7 4 • 3 

WEIGHT PER 
GALLON 8 • 4 lbs • 

Section IV - FliRE AND EXPLOSION HAZARD DATA 

DOT CATEGORY F lanunable FLASH POINT 2 2 0 F 
-5.5°C 

EXTtNGUISHtNGMEDIA Use National Fire Protection Association 
(Carbon dio;siae, dry chemical or foam) 

: 

· "" ~EL See II 
(TOC) 
Class B extingui~hers 

UNUSUALFIAEANDEXP\.OSIONHAZAAOS Keep COntainerS tightly ClOSed. Isolate from he~t, 
electrical equipment, sparks and open flame. Closed containers may exglode 
when exposed to extreme heat. Do not apply to hot surfaces. 

sPectAL,.IREFIGHTtNOI"RoceouREs Water spray :may be ineffective. Water may be used ~to cool 
closed containers to prevent pressure build-up and possible auto ignitton or 
explosion when exposed to extreme heat. If water is used fog, nozzles lare 
prefer~ble. 

BOE-CS-0226175 



Section V -.. HEALTH HAZARD DATA 

THRESHOLDUMITVALUE See II (Not Established for Product) 
tract EFFEcTs oF ovERExPosuRE Inhalation: Anesthetic. Irritati9n of the respiratory 

or acute nervous system depr~ssion characterized by headache dizziness' 
staggering gait, confusion, unconsciousness or coma. Others'as noted iri S~c. IX. 
Skin or Eye Contact: Primary Irritation. 

EMEAOI!NCVANO"AsTAtDPAocEouRes Inhalation: Remove from exposure. Restore breathing. 
Keep warm and quiet. Not~fy a physician. Skin Contact: Wash affected 
areas with water. Remove contaminated clothing. Consult a physician. 
Eye Contact: .Flush with water for 15 minutes. Consult a physician. 

Section VI - REACTIVITY DATA 

• STABILITY D UNSTABLE [X] STABLE 

I~COMPATABILITY (Materials to avoid) 

CONDITIONS TO AVOID 

HAZARDOUS DECOMPOSITION PRODUCTS 

Products of combustion are hazardous. ' 

HAZARDOUS POLYMERIZATION D MAY OCCUR lXJ WILL NOT OCCUR 

CONDITIONS TO AVOID .. 

~ectlon VII - SPIL.L OR LEA~ P.ROCEOURES 

• 

sTePsToaeTAKENINc~seMATERIALI~Ret,.EASEDORSPII.LED Remove ali ;sources of ignition. Avbid 

breathing vapors. Ve~t~late are~. Remove with inert absorbent and non-
sparking tools. J .1;· j., ~· "''. .. . '.~ "· ~- v ... 

wASTEDtsPOsALMETHOD Dispose in accordance with local, ~tate· and federal regulations. 
Incinerate in approved facility. Do not incinerate' closed containers.-

Section VIII - SPI$CIAL PROTECTION INFORMATION 

RESPIRATORYPROTECTION In outdoor or open areas use NIOSH approved mechanical filter 
respirator. _ 
In restricted ventilation areas ~se NIOSH approved chemical-~echanical ~ilters • 

In confined areas use NIOSH approved air line type respirators or hoods.,· 
• 

vENTILATION Where employees may be exposed, i)rovide general dilution or loqal 
exhaust ventilation in volume and pattern to keep TLV of hazardous ingr~dients 
in Section II below reconunended (ACGIH) or regulated (OSHA) limit. Where 
employees will not be exposed, keep LEL in Section II below 25% of limit. 

PROTECTIVEGI.OVES JL_Reconunended; ~·: Required . 
EYEPROTecraoN Use safety eyeware des~gned to protect against splash of liquids. 
OTHEAPRoTecrrvEeourPMENT Prevent prolonged skin contact with contaminated clo-q.hing. 

: ' 

Section IX -.. SPECIAL PRECAUTIONS 
i. !II 

• 

PRECAUTIONS TO BE T.t.KEN IN HANDLING .t.NO STORING Dp not Store abOVe 12 Q ° F • Store large quantitieS 
in buildings designed and protect~d for storage of flanunable liquids. 1 

OTHER PREcAuTioNs Do not take internally. Containers should be grounded wh~n pour­
ing. Avoid free fall of liquid ip excess of a .few inches. Do ~ot sand~ ,fla~e 
cut, braze or weld without NIOSH approved resp~rator or appropr~ate ven~~lat~on. 

Observe container precautionary ~abel warnings. 

BOE-C6-0226176 



QPL 
(]E) neSDtD.~no. MA(ERIAL SAFETY DA!~:$HEET 

! G 30 
NPCA 1-72 

FOR COATING$, RESINS AND RELATED MATERIALS 

~P-\!"OFPREP. 4-12-73 I (Approved by U.S. Department of Labor ''Essentially Similar" to Form OSHA-20) 
": ' 

Section I 

MANUFACTURER'SNAME DeSoto, Inc. 

sTReerADDRess 1700 S. Mt. Prospect Rd. CITY.sTATE.ANDZIPcoDe Des Plaines, Illinois 60018 

EMERGENCYTELEPHONENO. (312) 296-6611 

PRODUCT CLASS Modified Phenolic MANUFACTURERS CODE IDENTIFICATION 

204-001 Red Phenolic Primer 
. TRADE NAME DPS ,so -7~ ') 

Section II - HAZARDOUS INGREDIENTS 

IN~REDIENT PERCENT 
TLV 

PPM mg/m3 

Butanol 26.2 100 300 
Ethyl Cellosolve 6.7 100 370 
Isopropyl Alcohol 15.1 400 980 
Methyl Isobutyl Ketone 9.3 100 410 
Methyl Ethyl Ketone 4.2 200 590 

LEL 

1.4 
2.6 
2.0 
1.4 
1.8 

VAPOR 
: PRESSURE 

32 
15 
70 

~o...-.,=-·"·~~";C::::::c'· .. ================:=!:===::!::===::!:::==============9 
Section Ill - PHYSICAL DATA ' 

~·--·· _R_A_N-GE ___ 1_7_6_0_F ____ 2_
7
_5_0_F __ .--~~------~-------~-P-O_R_D-EN-S~IT-Y--~[XJ~~H-E~-V-IE-R-.--~f=·~f-L;IG-H-TE-R-.T-H7A-N-A-IR------1 

EVAPORATION RATE D FASTER w SLOWER; THAN ETHER PERCENT VOLATILE 
BYVOLUME 74.3 

WEIGHT PER 
GALLON 

Section I" - FIAE AND EXPLOSION HAZARD DATA 

oorcATEGoRv Red Label, Fla.mmable, 
less than 80°F. 

FLASH POINT 22. °F. (TOC) 

8.4 lb$ 

• 

LEL See II 

ExnNauasHINGMeorA Use National Fire Protection Association 
(Carbon dioxide, dry' chemical or foam) 

Class B extinguisbers 

UNUSUAL FIRE AND EXPLOSION HAZARDS Keep COntainers 
electrical equipment, sparks and 0 pen 
(~n exposed to extreme heat. Do not 

tightly closed~ Isolate from heat±, 
flame. Closed containers may explode 

: 
apply to hot -surfaces • 

l 

~PectALFtREFtGI·nn.JGPRoceouREs Water spray may be ineffective. Water may be used to cool 
closed containers to prevent pressure build-up and possible auto ignit:f..on or 
explosion when expos.ed to extreme heat. If water is used, fog nozzles are 
preferable. 

BOE-CS-0226177 



Section V- HEA(.TH HAZARD DATA 
THREsHoLD LIMIT vALUE See I I . ... . , , 
EFFecTsOI=oveRexPosuRe Inhalation: Anesthetic. Irrttation of the respiratory 
or acute nervous system depression· characterized by headache, dizziness 

·staggering gait, confusion, unco~sciousness or coma. 
Skin or Eye Cont;act: Primary Irritation 

eMEAGeNcYANDFiASTAIDPRocEDuRes Inhalation: Remove from expos:ure. Restore breathing. 
Keep warm and quiet. Notify a·physician. Skin Contact: Wash affected 
areas with water. Remove contaminated clothing. Consult a physician. 
Eye Contact: Flu~h with water for 15 minutes. Consult a physician. 

STABIUT\f D UNSTABLE [X] STABLE 
INCOMPATABIUTY (Meteria/s to avoid) 

HAZARDOUS Oli':CO);lPOSITION PRODUCTS 

Section VI - REACTIVITY DATA 
CONDITIONS TO AVOID 

CO and CO on combustion 
2 

HAZARDous POLYMERIZATION D MAY occuR [XJwiLL NOT occuR 

CONOITfiONS TO AVOm 

Section VII - SPILL OR LEAK PROCEDURES 
-~"···~··-"··-:------------...;_-~ __ ...;_ __________ --.,. _______ -+--:------t 

srePs BETAKENINCASEMATERIALISRELeAseooFisPILLeb Remove all sources of ignition. Avold 
breathing vapors. Ventilate area. Remove with inert absorbent and nonr 
sparkin2 tools. · 
wAsnwsPol:fALMErHoD Dispose in accordance with local, state and federal regulatt~~'s. 

. l 

In outdoor or open areas use Bureau of Mines approved mefhanical 

areas u,se Bureau of. Mines .approved chemical~m~chanical 

areas us.e Bureau of Mines approved air line type respirator~ or hood 
general dilution or local exhaust ventilation in volume 
TLV of most hazardous ingredient ln Section II below acceptable 

t~ LEL in Section IV below stated limit. · · 

PRo':::::::·:,:EGLoves Required for prolong:ed or repeated contact. . . 
q;;v~: "'t'~mr:craoN e safety eyeware designed to protect against splash of liquids. 
oTH.'e:RP~<mecuwe:eowPMENT Prevent prolonged skin contact with contaminated cloth}n • 

Section IX ..,. SPECIAL PRECAUTIONS 
li>~HANDLJNGANosToRING Do' not ~tore. above 120 F. Store large quantities 

buildings designed and protected for storage of flammable liquids. 
mHERPR<:cAurloNs Do not take internally. Containers should be grounded whe~ 
pouring. Avoid free fall of liquid in excess of a few inches. Do not flame 
braze or w,e without Bureau of M,ines approved respirator or appropriat~ 
ventilation Observe warnings. ; 

1
_ .: i 

BOE-CS-0226178 


